

















































































































impact is caused. In this case, perform this function to make the gearbox compensate automatically
according to driving conditions so as to reach more comfortable and ideal shift quality.

5.15 Ajuste Fuel
Adjust fuel gauge if fuel type is changed.
5.16 Odometer calibration

Instrument panel mileage calibration is used to copy, write, or rewrite mileages. That is, use the car
diagnostic computer and data line to copy, write, or rewrite chip data on the instrument panel to make
the instrument panel display actual mileages.

Usually, when the vehicle speed sensor is damaged or the mileage is incorrect due to instrument panel
faults, you must perform mileage calibration after maintenance.

5.17 AFS (Adaptive Front Lighting System)

This function is used to initialize the adaptive headlight system. The adaptive headlight system
determines whether to automatically turn on the headlight according to ambient light intensity, monitors
driving speed and body posture, and adjusts the headlight lighting angle.

6 Data Management Operations

Data Management menu let you review stored screenshots, playback saved fault codes, live data and
ECU info. and manage recorded/stored data. Typical menu options include:

« Browse Picture

« Playback

« Stored Data Management
« Report Management

« Uninstall Software

Data Management

=g @ 8 L
Browse Picture Playback Stored Data Management Report Management

X

Uninstall Software

6.1Browse Pictur;a
Browse Picture option leads to screens for review of stored screenshots
6.1.1How to Take a Screenshot
To take a screenshot:
Tap the Screenshot button = at the title bar of the screen to take capture the error.
1. Add a description of the error, and tap the OK button to save.
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Add screenshot description

the screenshot.

[SCLEUEN 20180306-002145.bmp.

6.1.2 Review Screenshot
To review the screenshot:
1.Select the Data Management icon from the Home screen of the diagnostic application.

2.Tap Browse Picture and all available pictures will be displayed one by one automatically.

| Data Management

Stored Data Management Report Management
. . .

Graph Merge
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1.To stop the auto display, just tap the Pause button. Use Next or Previous button to review the
pictures one by one.

2.To delete a picture, tap button Delete and answer Yes to delete. Or tap Delete All to delete all the
pictures.

6.2 Playback Data

The Playback option leads to screens for review saved fault codes, live data and ECU info. Playing back
a recording is just like using the scan tool on a live vehicle. It let you review live data in text, graph and
graph merging format.

6.2.1 How to record data ?

1.Tap the Record button from the functional button bar in the lower side when performing a test.

CH NO. 2 General
Graph Merge Gauge ‘Study Mode

CH NO. 2 General [ Recording... 00 : 00 : 03 ]

Graph Merge Gauge ‘Study Mode

6.2.2 To Playback data:
1. Select Data Management from the Home screen of the diagnostic application.

2. Tap Playback and all available records displays as grouped by each brand.
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3. Tap a record once and tap the OK button or tap the record twice to review. All recorded
parameters display in text format by default.

Graph Mode Graph Merging Mode

4. To view parameter graphs, tap the Graph tab. And to merge the graphs, tap Graph Merging.

5. To move forward or reverse back of the playing, just drag the progress bar forward or reverse. To
stop the playing of live data, tap the Pause button.

6. To exit playback, press the Back button.

7. To delete a record, tap a record to select and then click the Delete button. Answer Yes to delete
or answer No to quit.

6.3 Data Logging & Stored Data Management

The logging icon a on the upper right side of the diagnostic screen whenever as long as the
scanner is communicating with the vehicle. Just click it to record the communication data between the
scan tool and the vehicle under test to help with troubleshooting of diagnostic failures. The logs could
be saved to the scanner and sent to our server via internet.

To log data:

Tap the logging button while performing a test
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Auto Scan
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To stop recording, please re-click the icon. Fill in the form and tap OK to upload the data to Vident
server if you need any assistance from Vident support team. Or tap Cancel to exit data upload. The
data would be saved whether the data is upload or not.
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Upload the logged data
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Manage the logs: Select Stored Data Management from Data Management and click the Upload
button to send them to our server.
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6.4 Uninstall Software

After click this icon, undesired software can be uninstalled.

Uninstall Software Uninstall A1 |
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7 Client Management

The Client Management allows every workshop to record and manage their clients' vehicle information.
When the plate and VIN of a vehicle is recorded, iSmart will recognize the car automatically so
technicians do not have to make a lot of selections to identify the car. It makes it much easier for
technicians to determine the car configurations and helps them focus on servicing the car.
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.- | Client Management

8 Remote Control

Remote Control enables you to start TeamViewer for remote control when you need any supports from
Vident technical support team. If you need Vident support team to remote control your iSmart , please
do as follow:

1. Email support@videnttech.com with a brief description of the problem you've got and reserve the
time for remote control operation.

2. Click the Remote Control icon on the main menu to start TeamViewer.

3. Send your ID and password to us to let our team to take control your tablet. Make sure the Display
Tablet is connected to the Internet before launching the Remote Control application, so that the Display
Tablet is accessible to receive remote support from the third party.
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This section illustrates how to program the scanner to meet your specific needs.

When Setting is selected, a menu with available service options displays. Menu options typically
include:

 Language

* Display Mode

* Unit

+ User Information

* Reset Setting

Language

® English

Display Mode

User Information

A

Reset Setting

9.1 Language

Select Language opens a screen that allows you to choose system language. The scan tool is set to
display English menus by default.

To configure system language:

1.Select Setting from the Home screen of the diagnostic application and select Language. Then all
available language options display.

2.Select your local language.
9.2 Display Mode

Selecting Display Mode opens a screen that allows you to toggle the display mode between full-screen
view and display with Windows tool bar. The scan tool is set to display with full-screen view by default.

To configure display mode:

1.Select Setting from the Home screen of the diagnostic application.
2.Tap Display Mode and available modes display.

3.Select a display mode.

9.3 Unit

Selecting Unit opens a dialog box that allows you to choose between British customary or metric units of
measure.
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To change the unit setup:

1.Select Setting from the Home screen of the diagnostic application.
2.Tap Unit and available unit system display.

3.Select a unit system.

9.4 User Information

Selecting User Information option opens a screen to input and manage your workshop information. Your
workshop information will be displayed on your test reports that are presented to your customers.

To input your workshop information:

1.Select Setting from the Home screen of the diagnostic application.

2.Tap User Information option.

3.Input your workshop name, phone and fax number and email address with the keypad.
9.5 Reset Setting

Selecting Reset Setting option lets you to reset your scan tool to factory defaults. This option will also
clear the workshop information.

To reset your scan tool to factory defaults:
1.Select Setting from the Home screen of the diagnostic application.
2.Select Reset Setting option.

3.Tap the Reset button. The scan tool reboots automatically and the reset is completed.

NOTE

It is suggested that the Save button not be pressed until you have finished all setups. The scanner
will reboot automatically when the button is pressed.

10 About

Selecting About option opens a screen that show information about your scan tool, such as serial
number and register password which may be required for product registration. To view the About page,
please make sure the device is powered either by the AC/DC power supply or the vehicle through the
Vehicle Communication Interface. Otherwise, the serial number and password won't be shown.

To view information of your scan tool:

1. Connect the VCI with the tablet with Bluetooth or USB cable. Verify the VCI connection by checking
if there is a green tick on the VCI icon on the home screen.

2. Tap the About icon.

3. Ascreen with detailed information of the scanner displays.
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.- | About

Hardware version:

Software version:  6.64

Serial number. I90001E001309

Password: 807261

Production Date:  —

Copyright (C) 2016 Vident Technology Co., Ltd. All rights reserved.

a -

4.Tap the Back button to exit.

11 Registration and Update

1.Connect the iSmart with internet.

2.Tap Update on the home screen of the diagnostic application. Wait till the following screen displays.

3. Tap Register.
4. Fill out the registration form and tap Register to submit.
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* First Name test Last Name in

Address I i

city I * Country vj

* Telephone Numbers only

5. When registration is finished, the initial logging screen would display. Click Log In and input your ID
and Password.

P‘ sales identtech.com

) EEE——

7. When update done, the diagnostic software would restart automatically.
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General Notice

For your own safety and the safety of others, and to prevent damage to the equipment and vehicles,
read this manual thoroughly before operating your code reader. The safety messages presented below
and throughout this user's manual are reminders to the operator to exercise extreme care when using
this device. Always refer to and follow safety messages and test procedures provided by vehicle
manufacturer. Read, understand and follow all safety messages and instructions in this manual.

Safety Precautions and Warnings

iSmart Series Automotive Diagnostic System_V1.00To prevent personal injury or damage to vehicles
and/or the scan tool, read this instruction manual first and observe the following safety precautions at a
minimum whenever working on a vehicle:

Always perform automotive testing in a safe environment. Wear safety eye protection that meets ANSI
standards. Keep clothing, hair, hands, tools, test equipment, etc. away from all moving or hot engine
parts. Operate the vehicle in a well-ventilated work area: Exhaust gases are poisonous. Put blocks in
front of the drive wheels and never leave the vehicle unattended while running tests.

Use extreme caution when working around the ignition coil, distributor cap, ignition wires and spark
plugs. These components create hazardous voltages when the engine is running.

Put the transmission in PARK (for automatic transmission) or NEUTRAL (for manual transmission) and
make sure the parking brake is engaged.

Keep a fire extinguisher suitable for gasoline/chemical/ electrical fires nearby. Ignition is on or the engine
is running.

Keep the scan tool dry, clean, free from oil/water or grease. Use a mild detergent on a clean cloth to
clean the outside of the scan tool, when necessary.
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